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PRELIMINARY. FOR REVIEW AND DISCUSSION ONLY



42-03 35th Street

Long Island City NY 11101

T: +1 (718) 729-2020

F: +1 (718) 729-2941

www.MechoShadeSystems.com

1. SKYLIGHT SHADE SYSTEM WILL BE SUBJECT UP TO

400 lbs OF PULLING FORCE. BLOCKING NEEDS TO BE

DESIGNED TO WITHSTAND THIS FORCE.   BLOCKING

AND SUPPORT DESIGN IS  NOT INCLUDED.   ALL

BLOCKING SHOWN ON  THIS  DRAWING IS FOR

REFERENCE ONLY.  BLOCKING IS NOT IN CONTRACT.

2. BLOCKING MUST BE SQUARE AND PARALLEL TO THE

BLOCKING OPPOSITE.  THE DIAGONALS SHALL BE

MEASURED WITHIN 1/2" TO ASSURE BLOCKING IS

PARALLEL AND SQUARED.

3. GUIDE CABLES ARE SUBJECT UP TO 300 lbs OF

PULLING FORCE.

4. ALL MOTORS MUST BE ACCESSIBLE FOR

INSTALLATION AND MAINTENANCE.

5. SYSTEM WEIGHT IS 150 LBS PER SHADE UNIT.
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